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For more information on colours, please go to the Finishes Page. For more information on Legends, please go to the Legends Page.
*For input voltages please refer to our installation leaflets.
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3. Pass mains cable (and DALI cables if 
needed) through the rear entry of the 
body and through the geartray. 

4. Connect un-switched live, switched live 

 WIRING (if desired), neutral and earth wires to the 
terminal block as shown. 
Connect DALI cables if needed. 

5. Connect the battery. 

6. Push the legend panel into the body, 
making sure that the four legend panel 
clips are engaged in the slots. 
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EXAMPLE PRODUCT CODE 22 1ARCP G LM W

FAMILY ARCA 22

PRODUCT STANDARD 1ARCP

DOWNLIGHTER 2ARCP

BODY FINISH GREY G

BLACK K

WHITE W

CONTROL GEAR MAINS/CENTRAL BATTERY* LA

MAINTAINED SELF-CONTAINED LM

MAINTAINED AUTOTEST YL

MAINTAINED DALI DL

MAINTAINED SPECTO-XT XT (ONLY AVAILABLE AS 222 VERSIONS)

FRAME FINISH POLISHED BRASS B

POLISHED CHROME C

BMA D

GREY G

BLACK K

SATIN CHROME R

PENNY BRONZE V

WHITE W


