
Example Code     TYKT885XTW       Tyke | Standard | Non-Maintained Specto XT | White Finish
For more information on colours, please go to the Finishes Page. 

TYKT885

P H I L I P  PAY N E  A R C H I T E C T U R A L  R A N G E

EXAMPLE PRODUCT CODE TYK T885 XT W

FAMILY TYKE TYK

IP65 RATED P885

STANDARD T885

SPECTO XT XT

COLOUR GREY G

BLACK K

WHITE W

IP20

230v

6
WARRANTY 0.35

NM
4W

IP65

EN 60598-1

EN60598-2-22

EN55015

EN61547

EN61000-3-2

For more information on colours, please go to the Finishes Page. 

TYKT885

P H I L I P  PAY N E  A R C H I T E C T U R A L  R A N G E

KM587259
BS EN ISO 60598-2-22

Recessed Ceiling IP65* Class 2       TYKE800 Series
Emergency Downlighter  IP20

276

55

533

2834
41

41

Gea

253

10

Ø5Ø5

*TYKP870 IP65 rated below ceiling only.
Contactor must apply silicone sealant between bezels and underside of ceiling to achieve IP65 below ceiling.
(All other TYKE variants are IP20 above and below ceiling).

220-240V AC 50/60 HzNM3

220-240V AC 50/60 HzDALINM3

Maximum luminaires on a
Type B, 10A circuit breaker

90 luminaires

90 luminaires

Supply voltageDownlighter features Part No.

TYKA860LN
TYKE860LN
TYKC860LN
TYKP870LN*
TYKT870LN

220-240V AC 50/60 HzNM3 AutoTest 90 luminaires
TYKA860YS
TYKE860YS
TYKC860YS
TYKP870YS*
TYKT870YS
TYKA860DS
TYKE860DS
TYKC860DS
TYKP870DS*
TYKT870DS

4
37 Ø67 Ø55

Ø
40

Lam

4
37

Ø
40

4
37

Ø
40

Ø45mm - Without extended bezel (false ceiling only).

Ø57mm - With extender bezel - required for blind
      installation into plasterboard type ceiling.

Ceiling Cut-Outs

Notice to contractor - Please pass this leaflet to the end-user.

Important-Safety
Before carrying out any servicing on this luminaire, ensure that the mains supply is fully isolated.

Disconnect luminaire before insulation testing of the installation.
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*TYKP870 IP65 rated below ceiling only.
Contactor must apply silicone sealant between bezels and underside of ceiling to achieve IP65 below ceiling.
(All other TYKE variants are IP20 above and below ceiling).
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Type B, 10A circuit breaker
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Supply voltageDownlighter features Part No.
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TYKP870LN*
TYKT870LN

220-240V AC 50/60 HzNM3 AutoTest 90 luminaires
TYKA860YS
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TYKP870YS*
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Ø45mm - Without extended bezel (false ceiling only).

Ø57mm - With extender bezel - required for blind
installation into plasterboard type ceiling.

Ceiling Cut-Outs

Notice to contractor - Please pass this leaflet to the end-user.

Important-Safety
Before carrying out any servicing on this luminaire, ensure that the mains supply is fully isolated.

Disconnect luminaire before insulation testing of the installation.

EXAMPLE PRODUCT CODE TYK T885 XT W

FAMILY TYKE TYK

IP RATED P885

STANDARD T885

SPECTO XT XT

COLOUR GREY G

BLACK K

WHITE W

IP20

230v

5
WARRANTY 0.35

IK07

NM
4W

IP65


